
TecHNIcAl SPecIFIcATIoN

MINIMUM reSolUTIoN*
1 ppb or 0.001 mg/m3

MAXIMUM reADINg**
20,000 ppm or 20,000 mg/m3

AccUrAcY*
± 5% display reading ± one digit

lINeArITY*
± 5% to 100 ppm

INTrINSIcAllY SAFe APProVAlS
ATEX II 2G Ex ia IIC T4  (- 15 0C ≤Ta ≤+60 0C),  IECEx and CUL 

BATTerY lIFe 
Li-ion: life up to 30 hours, charge time 6.5 hours
Alkaline: 3 x AA, typically 15 hours life

lAMPS
10.6 eV Krypton PID lamp (standard) 9.8eV and 11.7eV lamps available

DATA loggINg*
> 120,000 data log points including date and time stamp (33 hours at
1 log per second)

coMMUNIcATIoN
USB 1.1

cAlIBrATIoN
Via calibration kit accessory 

AlArM 
Flashing LED and 95 dBA at 300mm (12”) audible sounder
Selectable vibrating alarm
Pre-programmed TWA and STEL*
Pre-programmed with 450 gases*

FloW rATe
220 ml/min with flow fail alarm

TeMPerATUre
Operating: -20 to 60 0C, -4 to 140 0F (non Intrinsically Safe)
Humidity: 0-99% RH (non condensing)

ProTecTIoN 
Designed to IP65 (heavy rain)

1180
EMC tested to EN61326-1:2006, EN50270:2006 & CFR 47:2008 Class A

WeIgHT & DIMeNSIoNS
Instrument without probe 
Width: 340 x Height: 90 x Depth: 60 mm (13.4 x 3.6 x 2.4”)
Standard case
420 x 320 x 97 mm (16.5 x 12.5 x 3.8”)
Instrument weight 0.72 kg (25 oz)
Packed weight: 5 kg (176 oz)

Part num
ber PCTV1.1  This publication is not intended to form

 the basis of a contract and specifications can change without notice.

Note: PhoCheck is a US registered trademark, no. 2880994, and UK registered trademark, no.
2212457. Fence Electrode Technology is produced by Ion Science Ltd, and protected by U.S. Patent
No. 7,046,012.. EP 1474681, other patents pending.

Tel: +44 (0) 1763 208 503
email: info@ionscience.com   

www.ionscience.com
ION SCIENCE LIMITED

The Way, Fowlmere
Cambs 

SG8 7UJ, UK ION SCIENCE is ISO 9001:2008 

Distributed By:

Kit and Accessories

Ion Science provides a range
of PhoCheck Tiger kits to suit
your requirements, along with
an exclusive range of
accessories. Further details
can be found below. For more
information and prices contact
Ion Science or your local
Distributor. 

PhoCheck Tiger Kit (part no. PTXSLBME-0000) Contains:
• PhoCheck Tiger
• Rechargeable Battery (Li-ion)
• Battery Charger and Mains Adaptor
• Rubber Boot
• Explorer Case
• USB Memory Stick
• Zero Filter Assembly
• PTFE Filter Disc (dust filter)
• Removal Tool miniPID Stack
• Probe Tube (60mm)
• Sample Cleaning Compound Assembly
• Cleaning buds
• Lanyard (wrist strap)
• USB Cable
• Instrument Manual

Instrument Accessories Include: 
• Rechargeable Battery (Li-ion)
• Alkaline Battery
• 2.1mm DC jack - Cigar Lighter Plug Car Charger Lead
• Leather Instrument Holster
• Leather Instrument Harness
• Drager Tube Holder for Selective Detection of Benzene
• Flexible Probe Assembly
• 5m & 10m Extension Hose
• 9.8eV, 10.6eV and 11.7eV PID lamps 

All specifications are against isobutylene calibration at 20 oC, 90% RH and up to 3000
ppm unless otherwise stated. *Model and gas dependent. **Maximum reading is
achieved with certain analytes such as ethanol.
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